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•  Side-by-side or spread apart battery locations

•  Quick disconnect battery 
terminals on 100% 
copper cables

• 4 cable assemblies: 2 - 6' 
red and black 2 gauge 
with factory crimped 
battery post terminals

  1 - 16' red 2 gauge cable, 
battery to starter

  1 - 18" black 2 gauge 
ground cable

•  2 - 13" x 7.25" coated steel battery trays

•  3/8" J bolts and hold down with installation hardware included

A Kit for every need from Drag Racing to Circle Track ... from Off Road to Street Rods ...Taylor has you covered!

Single Trunk Mount

Side-by-Side Dual Mount

Pro Competition Dual Mount

Description Part No.

Battery Tray w/ 2 ga. Battery Cable 48000**

Battery Tray w/ 1 ga. Battery Cable 48010**

Battery Tray w/ 1 ga. Welding Cable 48020**

• Factory crimped terminals 
on 100% copper cables

•  16' red 2 gauge cable, 
battery to starter

• 20" black 2 gauge cable, 
battery to ground

• 13" x 7.25" heavy gauge 
coated steel tray

•  3/8" J bolts and hold down 
with installation hardware 
included

• 2 gauge red and 
black cables 100% 
copper cables with 
factory crimped 
battery terminals

•  17' red 2 gauge 
cable, battery to 
starter

• 3' black 2 gauge 
cable, battery to 
ground

•  2 - 13" x 7.25" coated steel battery trays

•  3/8" J bolts and hold down with installation hardware included

BATTERY RELOCATOR KITS
Battery & Electrical

Description Part No.

Pro Competition Dual Mount 48600**

Description Part No.

Side-by-Side Dual Mount 48500**

•  Reduces engine 
compartment clutter

•  Provides better weight 
distribution for improved 
traction

� � � � � � � � 	 
 � �  � � �  � � � � � � � � �  � 
 � �� � � � � � � � 
 � � � � � � � � 
 � � � �  


